TRENCH DRAIN AS MANUFACTURED BY PRECAST CONCRETE SALES CO. OR APPROVED EQUAL

CAMPBELL FOUNDRY CO.
PATTERN No. 4526C
17.75" x 24"
MADE IN USA.

CAMPBELL FOUNDRY CO.
PATTERN No. 4501C
MADE IN USA.

2 1/2" BITUMINOUS CLASS 2 (TYP.)
24" GRATE SECTIONS (TYP.)

PIPE SIZE & LOCATION TO SUIT
FLOW

2'-0" SUMP MIN.

8" SOLID CONCRETE BLOCKS
ALL SIDES. 1" CEMENT PARSE
INSIDE & OUTSIDE, ALL SIDES

NOTES:
1. NOT TO BE USED IN TOWN R.O.W.
2. TRENCH DRAIN TO BE DESIGNED FOR HS20-44 HIGHWAY LOADING.

TABLE FOR CATCH BASIN TRAP ASSEMBLY

<table>
<thead>
<tr>
<th>PIPE SIZE</th>
<th>CAMPBELL FOUNDRY PATTERN NUMBER</th>
</tr>
</thead>
<tbody>
<tr>
<td>10&quot;</td>
<td>2563</td>
</tr>
<tr>
<td>12&quot;</td>
<td>2563</td>
</tr>
<tr>
<td>15&quot;</td>
<td>2564</td>
</tr>
<tr>
<td>18&quot;</td>
<td>2565</td>
</tr>
</tbody>
</table>

DIMENSION SCHEDULE
A= 16" THRU 48"
B= LENGTH AS REQUIRED 4'-0" MIN.
C= DEPTH AS REQUIRED
D= 6" OR 8"

SCALE = N.T.S.